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The main application and characteristics of the equipment
RY-ZFP whole Groove compost turner machine is one of the main equipment of the fertilzer machinery, which is suitable for ground tunnel fermentation, one-time turning to save time and energy, and is the core equipment for the industrial harmless treatment of livestock farming, urban waste, sewage and sludge.
It is the core equipment for animal husbandry, urban rubbish, sewage and sludge for industrial harmless treatment.
The machine has reasonable design structure, high efficiency, low energy consumption, high degree of automation, easy to use, low cost, and is a highly efficient model welcomed by users.
Equipment structure
1.RY-ZFP whole Groove compost turner machine host by two sets of cycloid reducer synchronous operation, double sprocket chain drive winch, parts of the force balance to extend the use of parts &Life expectancy.
2.Walking speed can be adjusted at any time according to the density of materials in the process of turning and throwing. Walking with an electromagnetic speed motor drive worm gear reducer running, working speed at least 25-100mm/sec. Turning and throwing finished need to return to the working position of the empty load, the winch can be hydraulically lifted to 1m away from the material, walking speed of 100-150mm / sec.
3.In the tumbling work, empty return to the tumbling position and shift to another fermentation tank, you can operate the hydraulic lifting system to the appropriate height, complete the operation of the host and shifting position.
4.The chuck on the reamer shaft is special for fixing the reamer, the screw contacts the material and reduces the load. The reamer's flipping can generally stir and throw the materials in the fermentation tank to 1.5-2.5* far distance.
distance. The whole tunnel turning and throwing once to see the effect, turning and throwing speed is fast and even mixing, and has the function of crushing the material, so as to achieve full contact between the material and the air, so that the fermentation effect of the material is better.It has the function of crushing materials, so as to achieve full contact between materials and air, and make materials fermentation effect better.
5, shift car is composed of motor, cycloid reducer, sprocket, chain drive shaft, etc., it is for the turning machine to provide a temporary means of transport to change the slot.

The specification
	Model
	

	
Turning width (m)
	

	Turning depth (m)
	

	Motor power of hydraulic station (kw)
	

	Motor power of main machine (kw)
	

	Travelling motor power (kw)
	

	Shifting cart motor power(kw)
	

	Working travelling speed (m/h)
	

	Handling capacity (m/h)
	60(speed)X3.76(W)X1(H)=225.60


	The fastest empty running (m/h）
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60(speed)X4.76(W)X1(H)=285.60



Shift car motor power (kw)


	Model
	

	
Turning width (m)
	

	Turning depth (m)
	

	Motor power of hydraulic station (kw)
	

	Motor power of main machine (kw)
	

	Travelling motor power (kw)
	

	Shifting cart motor power(kw)
	

	Working travelling speed (m/h)
	

	Handling capacity (m/h)60(speed)X3.76(W)X1.5(H)=338.4

	

	The fastest empty running (m/h）
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60(speed)X4.76(W)X1.5(H)=428.4






[image: ]




image1.png
3.76 4.76
<1.0 <1.0
3.0 3.0
11x28 15x26
22 2.2
1% 1.5
<60 <60
60(EAE) x3.76/(8) x 1(7) =225.60 60(HAE) x4.76/(58) x 1 (/) =285.60
360 360





image2.png
3.76 4.76
<15 <15
3.0 3.0
22x288 30x26
22 22
15 15
<60 <60

60(% ) x 3.76(2) x 1.5(%) =338.40

60 () x4.76(58) x 1.5(7) =428.40

360

360





image3.png




